
Glitterratti 
(Based on the Xotic BB Preamp) 
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Ver 2.5 

 

Part Value Part Value

R1 1M C1 22n

R2 470k C2 1uF

R3 10k C3 51pf

R4 10k C4 47n

R5 10k C5 220n

R6 4k7 C6 220n

R7 1k C7 4n7

R8 10k C8 100n

R9 1k C9 151pf

R10 19k C10 33n

R11 1k C11 33n

R12 220R C12 4n7

R15 10k C14 10uF

R16 47k C15 100n

R17 4k7 C16 10uF

R18 4k7 C17 10uF

R19 33k C18 10uF

R20 10k

R21 470k IC1 DUAL OPAMP

R22 10k IC2 TL072

R23 47R

R24 100k Q1 2N5088

R25 10k Q2 2N5088

R26 10k

R28 1k VOL 100kB

BASS 50kB

D1 - D4 1N4148 TREB 50kB

D5 1n4005 GAIN 1MB

 
 
 
 
 
 
 
 
 
 
 



 
 
 
 

Ver 2.0 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Ver 2.0 
 

Part Value Part Value

R1 1M C1 22n

R2 470k C2 1uF

R3 10k C3 51pf

R4 10k C4 47n

R5 10k C5 220n

R6 4k7 C6 220n

R7 1k C7 1uF

R8 10k C8 100n

R9 1k C9 151pf

R10 19k C10 33n

R11 1k C11 33n

R12 220R C12 4n7

R13 1k C13 4n7

R14 47k C14 10uF

R15 10k C15 100n

R16 47k C16 10uF

R17 4k7 C17 10uF

R18 4k7 C18 10uF

R19 33k

R20 10k D1 - D4 1N4148

R21 470k D5 1n4005

R22 10k

R23 47R IC1 LF353, NE5532, etc

R24 100k IC2 TL072

R25 10k

R26 10k Q1, Q2 Any NPN (2n5088)

R27 2k2

R28 1k VOL.1, 2 Dual-Gang 100kB

BASS 50kB

TREB 50kB

GAIN 1MB

 
 
 

Notes 
 

• There are two 9v connections on this board, 9v_A and 9v_B. 

• A TL072 is recommended for IC2 for low noise. LF353, NE5532, LM1458 and OPA2134 are good 
choices for IC1. 

• Connect SW to your 3PDT for the LED indicator. 

• If you prefer not to use a dual-gang pot for the VOLUME control, you can sub a regular 100kB pot. You 
should 1) omit R14, and 2) place a jumper from pad3 to pad1 of VOL1. Then connect VOL2 to your 
100kB exactly as shown on the layout. 

 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 


